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Non-Magnetic Basic | Ff Fst | FRst FOS1 | F45S81 | Foost FT1 FKS!1
Lot aver Standard | F2 Fs2 | FRse Fose | F4ss2 | Foos2 FT2 FKS2
(Steel & Iron) Memory | F3 FS3 | FRS3 FoS3 | F4583 | F90s3 FT3 FKS3
Non-Conductive Basic N1 NS1 NRS1 NAS1 NOS1 N4551 N90S1 NKS1
Coatings on
NON-FERROUS Standard N2 NS2 NRS2 NAS2 NOS2 N4552 N90S2 NKS2
Metals (Aluminum,
Copper, etc.) Memory N3 NS3 NRS3 NAS3 N0S3 N45S3 N90S3 NKS3
Basic FN1 FNS1 FNRS1 FNTS1
Comblnation Standard | FN2 | FNS2 | FNRS2 FNTS2
Memory FN3 FNS3 FNRS3 FNTS3
Range 0 - 60 mils 0- 25 mils 0 - 250 mils 0 - 500 mils
9 0 - 1500 pm 0-625 ym 0-6mm 0-13mm
+(0.05 mils + 1%) 0 -2 mils +(0.02 mils + 1%) 0 - 4 mils +(0.5 mil + 1%) 0 - 100 mils +(1 mil + 3%)
o £(0.1 mils + 1%) > 2 mils £(0.1 mils + 3%) > 4 mils +(0.5 mil + 3%) > 100 mils 0— 500 mils
}' £(1 pm + 1%) 0 — 50 pm £(0.5 ym + 1%) 0 — 100 pm £(0.01 mm + 1%) 0-2.5mm | £(0.02 mm + 3%)
£(2 pm + 1%) > 50 pm £(2 pm + 3%) > 100 pm +(0.01 mm + 3%) > 2.5 mm 0-13mm
Matching DeFelsko CAL-S1 CAL-S2
Calibration Standards CAL-A1 CAL-A2 CAL-P1 CAL-PS

Accuracies are stated as a fixed value plus a percentage of the gage's actual reading. EXTENDED CABLES available up to 250 ft/75 m for underwater or remote measuring. Specify length when ordering.

Probe Details

BUILT-IN REGULAR & FTS 90° REGULAR FOS & NOS with adapter F455 & N45S F90S & N90S FNTS, FKS & NKS
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ALL GAGES COME COMPLETE with precision plastic shims, protective rubber holster with belt clip,
3 AAA batteries, instructions, wrist strap (built-in style only), nylon carrying case with shoulder strap,
Certificate of Calibration traceable to NIST, two (2) year warranty.

MEMORY (3) GAGES also include PosiSoft Windows-based Analysis Software, USB cable.
SIZE: 146 x 64 x 31 mm (5.75" x 2.5" x 1.2") WEIGHT: 165 g (5.8 0z.) without batteries

Conforms to ISO 2178/2360/2808, PrEN 1SO 19840, ASTM B499/D1186/D1400/D7091/E376/G12,
BS3900-C5, SSPC-PA2 and others
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Electromatic Equipment Co., Inc. Tel: (800) 645-4330 (USA & Canada) Email: info@checkline.com !a‘~‘
600 Oakland Ave. Tel: (516) 295-4300 Website: www.checkline.com L . A &
Cedarhurst, N Y 11516 —USA Fax: (516) 295-4399 Made in U.S.A.

FOR ADDITIONAL INFORMATION OR TO PLACE AN ORDER CALL TOLL FREE 1-800-645-4330






